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Threaded Arc-studs  in 316 Stainless Steel

M8
Size Stud type (Designation) Status Wt Ea (g) Box Qty Box Wt (kg)

M8 x 35 Arcstud, M8x35, 316, RB, MR Type Stocked size 13.00 100 1.300

M8 x 60 Arcstud, M8x60, 316, RB, MR Type Stocked size 20.50 100 2.050

M10
Size Stud type (Designation) Status Wt Ea (g) Box Qty Box Wt (kg)

M10 x 35 Arcstud, M10x35, 316, RB, MR Type Stocked size 20.02 100 2.002

M10 x 60 Arcstud, M10x60, 316, RB, MR Type Stocked size 32.77 100 3.277

M12
Size Stud type (Designation) Status Wt Ea (g) Box Qty Box Wt (kg)

M12 x 40 Arcstud, M12x40, 316, RB, MR Type Stocked size 32.40 100 3.240

M12 x 60 Arcstud, M12x60, 316, RB, MR Type Stocked size 46.70 100 4.670

M16
Size Stud type (Designation) Status Wt Ea (g) Box Qty Box Wt (kg)

M16 x 50 Arcstud, M16x50, 316, RB, MR Type Stocked size 72.30 100 7.230

M16 x 100 Arcstud, M16x100, 316, RB, MR Type Stocked size 137.50 100 13.750

Custom Lengths and Material available Wt per stud inc. Ceramic ferrules

Notes :

316 - means 316L material.

RB - Reduced base. These studs have a reduced weld base, so the weld does not clash with the mating component.

MR - is the stud design designation and dimensional form.
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